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LUIS ETHERNET TOUCHMONITOR
Seamless integration into many digital applications.  
Works hand in hand with the LUIS SAFE EDGE AI

Key Features

›	� 10" (soon as 7", 12" and 15")

›	� 1,280 x 800 pixel 

›	� Capacitive touch

›	� Auto dim, 1,000 cd/m²

›	� 60 Hz refresh rate

›	� Interfaces: 
	 – �4x BroadR-REACH 100BASE-T1 or  

2x 100BASE-TX
	 – ��2x CAN
	 – �5x Trigger-In

›	� Display modes:
	 – �Single-View
	 – �Splitscreen (Double-View, Triple-View, 

Quad-View, H-View)

›	� Switching configurable via trigger

›	� Video overlays

›	� Camera configuration via monitor  
(optional) 

›	� Audio concept available (optional)

›	� Ultra-fast boot-up

›	� Low-latency display

›	� Protection class IP65

›	� Designed and manufactured  
in Germany

The Ethernet Monitor is available as BroadR-Reach (100BASE-T1) 
version and as Fast Ethernet (100BASE-TX). It provides an 
efficient and modular platform characterized by future-proof 
expandability, making it suitable for a wide range of applica-
tions.The state of the art touch display with ultra-fast boot up  
times and low latency opens new possibilities for the customer  

portfolio. Built-in interfaces allow the connection of up to four 
cameras, which reduces the overall system costs. The planned 
qualifications include ISO 13766-1 (Earth-moving and building 
construction machinery), ISO 16750 (Road vehicles), EN 12895 
(Forklift trucks), and ISO 14982 (Agricultural machinery).

https://www.luis.de/
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